SDHQZG齿轮侧传动双钢轮振动压路机Double Drum Vibratory Rollers
SDHQZGYZC303
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SDHQZGYZC303齿轮侧传动双钢轮振动压路机 中小型压路机 压路机 压路机厂家
本产品是小型双钢轮振动压路机，主要适用于各种道路修补和高速公路路肩、人行道、操场和花园草坪的压实工作。尤其在适合路面收边、管道回填和排水管沟槽等各种沟槽回填的压实作业。

This product is small type double drum hydraulic vibratory roller. Applied to mending maintaining various roads, expressway shoulder, side work, parking area, playground and garden lawn. Especially suitable for compact wayside, pipeline channel and drainage trench and all kinds of grooves backfill.  

主要特点MAIN  FEATURES

1. 液压振动，液压转向，机械后驱。采用常发/常柴3缸水冷柴油机，动力强劲性能稳定。
2. 传动采用齿轮侧传动，动力损耗小输出直接高效，传动比更高。

3. 叉脚式前后车架贴边性好，60cm的贴边高度远大于路牙高度。

4. 刹车升级为油刹，变速箱升级后挂档更平顺转场速度更快。

1. Hydraulic vibrating and steering, Back drive. Adopts Changchai 3 cylinder water-cooling diesel engine, excellent power output.

2. Adopts side gear transmission, less power loss and more efficient.
3. Clamp-type frame is better for fit edge, fit edge height is more than 60cm, higher than road shoulders.

4. Upgrade to oil brake and use new gearbox is more efficient and faster speed.

主要技术参数：MAIN PERFORMANCE PARAMETRES

	　型号
	　MODEL
	
	　SDHQZGYZC303

	　工作质量
	　Operating Mass
	kg
	　3000

	　激振力
	　Exciting Force
	kn
	　35

	　振动频率
	　Vibration Frequency
	Hz
	　45 

	　振动轮宽度/直径
	　Drum Width/Diameter
	mm
	　1090/780

	　静线载荷
	　Static Linear Load
	N/cm
	　120/153

	　行走速度
	　Travel Speed
	km/h
	　2.4/10

	　爬坡能力
	　Gradeability
	%
	　20

	　最小转弯半径
	　Minimum turning radius
	mm
	　3500 

	　轴距
	　Wheelbase
	mm
	　2150

	　最小离地间隙
	　Min. ground clearance
	mm
	　170 

	柴油箱/液压油箱容量
	  Diesel/ Hydraulic tank capacity
	L
	  60/60

	　柴油机型号
	　Diesel Model
	出口型
	　ZN385

	
	
	国三
	CF3B35G/ZN390B

	　柴油机功率
	　Diesel Power
	kw
	　21（25.8/26.5）

	　外形尺寸
	　Dimension(L×W×H)
	mm
	　3000x1300x2400


SDHQZG山东恒启重工机械有限公司
